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PUBLICINFORMATION & DIGITAL SIGNAGE MONITOR
D-brain INFO-Public LCD monitor series

Hantarex D-Brain line is a monitor range especially designed to implement
public information systems network location, such as airports FIDS and GIDS, 
Hantarex D-Brain line is a monitor range especially designed to implement
public information systems network location, such as airports FIDS and GID
railways, bus stations, subways, shopping malls, public venues, etc.  
public information systems network location, such as airports FIDS an
railways, bus stations, subways, shopping malls, public venues, etc.  
The topic innovative monitor's concept is the tight and direct integration 
railways, bus stations, subways, shopping malls, public venues, etc.  
The topic innovative monitor's concept is the tight and direct integra
between the display and the controller, by means of a LVDS direct 
The topic innovative monitor's concept is the tight and direct integra
between the display and the controller, by means of a LVDS direct 
connection. 
between the 
connection. 

Product main advantages:

1· Best display quality due to a direct digital LVDS link from the 
    integrated computer board to the LCD panel

 Best display quality due to a direct digital LVD
    integrated computer board to the LCD panel

2· Immediate and easy maintenance/service functions, by means of an 
    extractable rack PC drawer, containing the PC board  

 Immediate and easy maintenance/service functions, b
    extractable rack PC drawer, containing the PC board  

3· Internal computer board and monitor's power supply (integrated on the 
    rack drawer), quickly detachable (sliding out), by a single on-site 

 Internal computer board and monitor's power supply (integrated on the
    rack drawer), quickly detachable (sliding out), by a single on-site 
    operator, without moving the monitor from the site-location
    rack drawer), quickly detachable (sliding out), by a single on
    operator, without moving the monitor from the site-location

4· High safety grade while maintaining/installing operations due to a new 
    auto snap-in functionality, which allows a smart and easy

 High safety grade while maintaining/installing operations 
    auto snap-in functionality, which allows a smart and easy
    rack drawer insertion/removal 
    auto snap-in functionality, whic
    rack drawer insertion/removal 

5· No external video cable connection. Video connection from PC
    board to the LCD panel is totally internal and fully digital driven by a 
    LVDS wire
    board to the
    LVDS wire

6· The monitor includes a complete hardware and software support, which  
    controls the monitor status and all video and environment settings, 

 The monitor includes a complete hardware and software support, w
    controls the monitor status and all video and environment settings, 
    by a simple LAN connection
    controls the monitor status 
    by a simple LAN connection

7· Each monitor is easily and safely accessible from central servers using 
    the SNMP standard protocol 

 Each monitor is easily and safe
    the SNMP standard protocol 

8· Wireless keyboard/trackball integrated (as option)

9· Ruggedized metallic cabinet and internal mechanical structure

10· Portrait and Landscape modes available

11· Connections' safety top cover (as option)

Hantarex presents a monitor line entirely designed for public information 
networks' needs , such as airports, railways, subways, shopping malls and 
other public venues.

&
Easy detachable sliding PC drawerEasy detachable sliding PC drawer



No limits

Easy service/maintenance with revolving plugsEasy service/maintenance with revolving plugs

Easy PC drawer release with sliding shiftEasy PC drawer release with sliding shift

Easy Snap-in connectionsEasy Snap-in connections
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Type 2703

Processor System
CPU

Speed
Front Side Bus

L2 Cache
BIOS

Expansion Slot
PCIe

Memory
Technology

Capacity
Standard capacity

Socket

Graphics
Controller

Direct sw support
VRAM
LVDS

1st DVI
2nd DVI

Dual Display

Ethernet
Interface

Controller
Connector

SATA
Max Data Transfer Rate

Channels
Default capacity

HDD

Rear I/O
VGA
DVI

Ethernet
USB

Audio
Serial
PS/2

Internal Connectors
LVDS

2nd DVI
USB

Serial
SATA
DIO

Watchdog Timer
Output
Interval

Environment
Temperature

Operating
Non-Operating

PhysicPhysical Characteristics
Format

Dimensions

Software
Operating System

Local control

Remote control (option)

Other
Keyboard/trackball (option)

Audio amplifier (option)

Core i3-330 M

8 GB/s, 1 slot

DDR3 1066 MHz
Up to 8 GB
2 GB
2 x 204-pin SODIMM

Intel Gfx Gen5.75
DirectX10 and OpenGL 2.1
Shared system memory up to 1 GB
Singlechannel18/24-bit/Dualchannel36/48-bitLVDS
Max resolution 1920x1200
Internalpinheader,maxresolution1920x1200
CRT + LVDS, CRT + DVI, LVDS + DVI

10/100/1000 Mbps
GbELAN1:Intel82577LM;GbELAN2:Intel82583V
RJ-45 x 2

300 MB/s
4
160 GB
2,5" SATA

1
1
2
4 (USB 2.0 compliant)
3 (Mic-in, Line-out, Line-in)
2 (RS-232)
2 (1 x keyboard and 1 x mouse)

1
1
4 (USB 2.0 compliant)
4 (RS-232)
4
8-bit GPIO

System reset
Programmable 1 ~ 255 sec/min

0 ~ 60Ê ÊF)
-20 ~ 70Ê ÊF)

Mini-ITX
170 mm x 170 mm (6.69" x 6.69")

Windows XP Embedded
Control over:
LCD panel brightness
LCD panel contrast
Internal voltages
Internal temperatures (controller and panel)
Ambient light sensor
Backlight dimming
Internal and external fan speed
Audio level (optional)
SNMP agent (extension for Windows)
Support for SNMPv1, SNMPv2c
MIB compliant SMIv2

IR interface, connected through internal USB
Stereo, 7 W
3-way speakers 10 W

Specifications embedded controllerSpecifications embedded controller

3 MB
AMI EFI 64 Mb SPI

1066 MHz
2.13 GHz
updatable up to Core i7



Portrait Mode

Landscape Mode
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